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[RAFFIC (CONCEPTS, INC

7525 Connelley Drive
Suite B

Hanover, MD 21076

(410) 760-2911
FAX: (410) 760-2915
EMAIL: TRAFFIC@TRAFFIC-CONCEPTS.COM
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DURING THIS PHASE THERE WILL BE NO

PARKING ON EITHER SIDE OF LIBERTY STREET.

ANY PARKING, ONE WAY OR DO NOT ENTER SIGNS

NOT SHOWN ALONG LIBERTY STREET, WATER STREET OR
BROADWAY THAT CONFLICT WITH TWO WAY TRAFFIC

ARE TO BE REMOVED OR COVERED UNTIL THIS PHASE IS

OVER.

ALL PAVEMENT MARKINGS ALONG LIBERTY STREET
ARE TO BE REMOVED BY GRINDING AND THE NEW TEMPORARY

MARKINGS ARE TO BE INSTALLED UNTIL THE END OF THIS PHASE.

ALL PARKING METERS ALONG LIBERTY STREET
AND WATER STREET WEST OF MD 213 (COMMERCE STREET)

ARE TO BE COVERED.

THE CONTRACTOR SHALL MAKE IT POSSIBLE FOR LOCAL TRAFFIC
TO ACCESS LIBERTY STREET AS CONSTRUCTION ACTIVITY PERMITS.

. VARIABLE MESSGAE SIGNS SHOULD BE INSTALLED IN ADVANCE OF

THE CONSTRUCTION ZONE ON BOTH THE NORTHBOUND AND

SOUTHBOUND APPROACHES OF MD 213 ADVERTISING THE DATE THE

SWITCH FROM PHASE 1 TO PHASE 2 WILL OCCUR.
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SEE MSHA STANDARD NUMBERS:
2 # VD 10401178
POSTS MD 104.01-17C
MD 104.01-17D
© PLASTIC DRUM

-SPACED AT 25'IN TANGENT SECTIONS
-SPACED AT 25'IN TAPER SECTIONS
-SPACED AT 50'IN BUFFER ZONES
—-SPACED AT 10'ON RADIUS SECTIONS

TUBULAR MARKER

-SPACED AT 25'IN TANGENT SECTIONS
-SPACED AT 25'IN TAPER SECTIONS
—-SPACED AT 50'IN BUFFER ZONES
-SPACED AT 10'ON RADIUS SECTIONS
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MAINTENANCE OF TRAFFIC NOTES
DURING WORK HOURS, WHEN CONSTRUCTION IS TAKING PLACE, MAINTAIN TRAFFIC IN ACCORDANCE WITH THE
FOLLOWING MSHA TRAFFIC CONTROL TYPICALS:
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5 2 LANE /2 WAY ROADWAY
0-!8’0)//'% (EQUAL OR LESS THAN 40 MPH)
Wao-i) A'0(5,’17 GENERAL MD 104.00-A TO WORK IN CENTER OF ROAD —— MD 104.02-06
48"x48'
SIGN MD 104.01-81
FLAGGING OPERATION MD 104.02-10
iz SHOULDER WORK ————— MD 104.02-02
% .
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THE LATEST TYPICALS CAN BE FOUND AT THE MSHA WEBSITE
. - WWW.MARYLANDROADS.COM
‘OQQ — BUSINESS CENTER
— BUSINESS STANDARDS AND SPECIFICATIONS
— BOOK OF STANDARDS & INCIDENTAL STRUCTURES
— CATEGORY 1 PRELIMINARY

SEE SHA ACCESS PERMIT FOR WORKING HOURS, LANE CLOSURE RESTRICTIONS / NOTIFICATIONS. THE CONTRACTOR

2
SHALL BE RESPONSIBLE FOR SUBMITTING A LANE CLOSURE APPLICATION TO THE DISTRICT OFFICE.
3. ALL SIGNING, CHANNELIZING DEVICES AND OTHER TRAFFIC CONTROL DEVICES SHALL BE IN CONFORMANCE WITH
1S AL3En THE LATEST EDITION OF THE "MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES’.
NomL 4. EXCAVATION ALONG THE ROAD EDGE NOT PROTECTED BY TEMPORARY TRAFFIC BARRIERS, SHALL BE IN ACCORDANCE
oy Jee WITH THE MSHA "STANDARDS FOR HIGHWAYS AND INCIDENTIAL STRUCTURES”, STANDARD NO.104.01-28 — STAGED
sreel sopeonr | S10NkL ROADWAY CONSTRUCTION AND STANDARD NOS.104.06-13 TO MD 104.06-19 — PAVEMENT EDGE DROP OFF.
— ‘ ' 5. TRAVEL LANES SHALL BE A MINIMUM OF ELEVEN FEET IN WIDTH.
—— 6. ALL OPEN TRENCHES SHALL BE CLOSED AT THE END OF THE DAY.IF STEEL PLATES ARE TO BE USED, APPROPRIATE
ANCHORING AND SIGNING WILL BE REQUIRED.
7. ALL SIGNS THAT DO NOT APPLY SHALL BE COMPLETELY COVERED, REMOVED OR RELOCATED AS DIRECTED
BY THE ENGINEER.
8. ALL CONSTRUCTION SIGNING SHALL BE IN ACCORDANCE WITH THE TYPICAL SIGN PLACEMENT SHOWN ON THE
TYPICALS AND SHALL NOT OBSTRUCT EXISTING TRAFFIC CONTROL DEVICES.
9. WHEN WORK NECESSITATES ONLY ONE LANE TO BE OPEN, FLAGGERS AND THE APPROPRIATE SIGNING SHALL BE
INSTALLED. THE ROADWAY SHOULD BE REOPENED TO TWO LANES AT THE END OF EACH WORKDAY.
10. ANY FLAGGING OR CONSTRUCTION OPERATION THAT WILL AFFECT A SIGNALIZED INTERSECTION SHALL BE
COORDINATED WITH POLICE.
= 1. THE CONTRACTOR SHALL NOT MAKE ANY MODIFICATION TO THE SIGNAL OPERATION WITHOUT PRIOR APPROVAL OF
ot any, THE SHA, DISTRICT TRAFFIC ENGINEER AND THE SHA SIGNAL SHOP.IF FLAGGING OF THE INTERSECTION IS NECESSARY
fsai THE TRAFFIC SIGNAL SHOULD BE PLACED ON FLASH AND AN OFFICER SHOULD BE PRESENT TO DIRECT TRAFFIC.
Rei's o 12.  TEMPORARY PAVEMENT MARKINGS ON FINAL PAVEMENT SURFACE SHALL BE REMOVABLE TAPE AND NOT PAINT.
i
L e "
DETAIL SHEET 2
L j
T
. ta |
h I

g = e T - /V L/BER J INSTALL Ri2-5(5)(MOD)
=2 SIGN_(30"%42")
TY ST ON ONE "

EL_SUPPORT
SIGN_(24°x18")

12 S -
—
N @~
= e S >
— g g o< g - BN %
== ~eoR<g VY]
& 4rm-g,
T = Ea Q My
AN i COVER OR
1 : : REMOVE EXISTING
r . R6-1(R) SIGN
L[5
" ! i Wo.wdy = AL
THA;:FIC =
COVER OR :
> @2 CiES RS K o
. < LSl : a2 11 | SiGN oN WOOD SUPPORT
i 18 ! 4 =1 AT 200" INTERVALS
= , ALONG LIBERTY ST.
< 1 il I TWU'WAy
O — z L) g | rﬁAFF/{,‘ INSTALL QWIGK KURB WITH DELINEATORS
COVER OR FOR PEDESTRIAN WALKWAY
CE REMOVE EXISTING - ;
m R6-1(L) SIGN SIGN_ (247x18") it B
BELOW Ri-
SIGN ON
L |
1
.- TUBULAR MARKER (TYP.) INSTALL
= . W20-4 (MOD.)
= ; ' 48"x48”
= SIGN
—y 12
- PLASTIC DRUM (TYP) 2 2 <
S
SSs
mlo
500

ﬁROAD CLOSED Uit _ .-
LOCAL TRAFFIC ONLY = 3 u.
' : DETAIL SHEET 3

—
INSTALL
Rit-3a (MOD) o 2 L-
60"x30" SIGN 177 T L
ON_TYPE Il =t i
BARRICADE |

——
1
Jd

:‘:...
i

£

1
HET
s |

..*:lrl' 1 ' |u | : 1.:: i

INSTALL gt ) :
- : »
g

Thursday, September 20, 2018 AT 10:20 AM
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DISTRICT UTILITY NO. SHA—2-QA-0368—17

MAINTENANCE OF TRAFFIC PLAN

MD 213 (COMMERCE STREET) CLOSURE

CENTREVILLE
QUEEN ANNE'S COUNTY

DESIGNED BY: B. SCHMID CHECKED BY: J. K. SCHMID
SCALE: 1”7 = 80’

DRAWN BY: B. SCHMID
DATE: 09-20-2018




